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NPTF CHECK VALVES

A B C MAX PSI MAX FLOW GPM

1/4" 2.28 0.75 5800 4

3/8” 2.72 0.95 5800 8

1/2” 2.95 1.06 5800 13

3/4” 3.48 1.38 5800 24

1” 4.33 1.61 5075 40

1¼” 4.72 2.17 5075 53

1½” 5.43 2.36 5075 80

2” 5.43 2.95 5075 114

• NPTF & SAE Connections
• 316L stainless steel
• Metal to Metal Seat
• Temperature Range -22ºF to +212ºF

SAE CHECK VALVES

A B C MAX PSI MAX FLOW GPM

#4 2.17 0.75 5800 4

#6 2.28 0.95 5800 8

#8 2.71 0.95 5800 13

#12 3.48 1.38 5800 24

#16 4.33 1.61 5075 40

#20 4.72 2.17 5075 53

#24 5.43 2.36 5075 80

#32 5.43 2.95 5075 114

INLINE VALVES

Check Valves - Stainless Steel
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Check Valves - Stainless Steel

Model Code Breakdown

VALVE SERIES

THREAD TYPE 

N NPTF Pipe Thread

S# SAE Straight Thread

THREAD SIZE 

Example N1/2

S#8

CRACKING PRESSURE

7 7 PSI

 

MATERIAL

    C  N  1/2  - 2 -   7 

2 Stainless Steel
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PRESSURE DROPS

NPTF NPTF

SAE SAE 


