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SUCTION & RETURN

LV2B SERIES - SAE

SIZE PSI 
MAX

A B C D E F G ID

1" 1000 5.00 2.90 3.60 2.45 2.50 3.25 2.07 0.98

1-1/4" 1000 5.15 2.95 3.95 2.45 2.85 3.10 2.36 1.26

1-1/2" 1000 6.10 2.96 4.24 2.38 3.28 3.97 2.77 1.50

2" 1000 6.10 2.91 4.88 2.38 3.53 4.34 3.50 1.97

2-1/2" 1000 9.06 2.86 6.30 2.84 4.18 5.20 4.53 2.56

3" 1000 9.06 2.91 7.26 3.07 4.70 5.71 5.35 3.15

4" 500 13.00 2.90 8.80 3.11 6.10 7.11 7.02 3.93

Suction and Return Line Valves

B: Bracket only, No Limit Switch or Proximity Sensor
S: Bracket and Limit Switch
P: Bracket and Proximity Sensor
Omit: No bracket, Limit Switch, or Proximity Sensor

THREAD SIZE

•	 All stainless steel construction
•	 Locking handle standard
•	 SAE threads manufactured to J1926 
•	 Bracket designed to support limit switch or proximity sensor
•	 Prox is M12 4-Pin connector, normally open, and VDC only
•	 Limit can be wired VDC or VAC and normally open or 

normally closed
•	 Both limit and prox have IP67 rating  

*For Technical and Material info refer to page 52

LV2BS#16  -  2T  -  MHS            


